
 

 
 
 
 
 
 
 
 
 
 

 

  
 

FEATURES: 
 

* Stable Instrumentation Platform. 
* Easy Assembly & Transport  
   ( Maximum Pipe Length = 1.5 Meters). 
* Quick  Access to Sensors by Tilting Mast (1/2 minute) 
* Includes Ground Spike and Ground Wiring. 
 

 
 

SPECIFICATIONS: 
 

Height 
Tube Material 
Galvanising 
 
 

Total Shipping Weight 
Total Shipping Dimensions 
 

Concrete Slab 
(If Required) 
 
 
 
 
 
 
 
 
 
 
 

 
 

3 Meters 
Galvanised Steel 
Hot-Dip Galvanised to: 
ISO  1461 
 

30 Kilograms 
1600 x 250 x 250 mm 
 

3.8 x 3.8 Meters  
or  
3 - 1 x 1 Meter at  3.2  
Meter Center to Center  
(See Diagram Below) 
 

 
 

         
ORDERING INFORMATION:  

 
Model 
MA3 

 
Description 
3-Meter Tilting Tripod Sensor Mount & Grounding Kit 

 
 

                                                                                                                                                       
                                                                                            
 
 

MA3 3-Meter  
Tilting Tripod 

Sensor Mount & Grounding Kit 
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3.2 Meters 3.2 Meters

3.2 Meters

3 - 1 x 1 METER
BLOCKS

25 mm
Galvanised Pipe

3-Support Legs
20 mm Galvanised
Pipe

32 mm
Galvanised Pipe



 

3 Meter 
Tilting Tripod 
(MA-3) shown with 

Instrumentation 
Cluster 
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25 mm
Galvanised Pipe

3-Support Legs
20 mm Galvanised
Pipe

32 mm
Galvanised Pipe

Radiation shield &
Temperature &
Humidity Sensors

Raingauge

Crossarm

Windspeed/Direction Sensor
Data Collection Platform

Solar Radiation



MA3 3-Meter  
Tilting Tripod 
with Rain Gauge Mount  

Installed 
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Tripod Gussets  

25 mm  to 20 mm
Reducer

20 mm x 1.3 Meter Pipe

25 mm  x 200 mm Pipe



5 meter

9 m
eter 

 

 
 
 

Gravel 
 
 

Fence 
 
 

Gate Centered 

 
 
 
 
 
 
 
 
 
 

3-meter mast 
 

Levelled Concrete Slab 
 

Weak Mixture without 
stone for easy drilling with 

battery field equipment 
 

3.8 X 3.8 X 0.2 Meter 

 


